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Understanding the pressure data

Reference calculations for tubing « complete-system limits still apply

Calculation basis and limits

The original tables use equations from ASME B31.3, Process Piping, with ASME B31.1, Power Piping considerations
where applicable. ASME piping codes superseded the former ASA piping codes. Confirm the applicable code edition, material
allowable stress and project design basis before using these figures.

Calculations use maximum OD and minimum wall thickness, except where noted. No corrosion or erosion allowance is
included. The tables are reference information and do not establish approval for design work or the pressure rating of a
complete tube-and-fitting assembly. Use the lowest applicable limit of the tube, fitting, valve, seal and other components,
including temperature and service effects.

Basis retained from the existing Fluidline datasheet

Fractional  page 4 ASTM A269 tubing; allowable stress S = 20,000 psi (137.8 MPa), at =20 to 100°F (approximately —28 to
37°C), except as noted.

Metric « page 5 EN ISO 1127 dimensions: D4/T4 tolerance for 3—12 mm; D4/T3 for 14-50 mm. Stress 137.8 MPa (20,000
psi); tensile strength 516.4 MPa (74,900 psi), except as noted.

Additional original note The existing metric table also states a 4:1 safety factor considering 75,000 psi tensile strength at room
temperature. This note is retained; it is not a substitute for validating the calculation basis for a project.

Why dimensional tolerances matter

Example: 1/2 in. OD x 0.035 in. wall, ASTM A269.
With OD tolerance +0.005 in. and wall tolerance +10%, the pressure calculation uses 0.505 in. OD % 0.0315 in. wall, rather than the nominal
dimensions.

Welded-tube comparison

This datasheet’s product is seamless tubing. For comparison, the original reference applies weld-integrity factors to
welded-and-drawn tubing: 0.85 for double-welded and 0.80 for single-welded tubing. Do not apply these as a rating for an
unspecified welded product; confirm its construction and governing code. ASTM A213 covers seamless tubing.

Blank table cells mean that no value is supplied, not zero pressure or approval to interpolate. Wall availability, grade, certificates and the selected
connection must be confirmed with Fluidline.
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Fractional pressure table

Tube wall thickness in in. across columns ¢ working pressure in psig

116 5600 6 800 8 100 9400 12 000

1/8 8 500 10 900

3/16 5400 7 000 10 200

1/4 4000 5100 7 500 10 200

5/16 4000 5800 8 000

3/8 3300 4 800 6 500 7500 R

1/2 2600 G 3700 5100 6700

5/8 2900 G 4 000 5200 6 000

3/4 2400 G 3300 4200 4900 5800

7/8 2000 G 2800 G 3600 4200 4 800
1 2400 G 3100 3600 4200 4700

11/4 2400 G 2800 G 3300 3600 4100 4900

11/2 2300 G 2700 G 3000 G 3400 4000 4900
2 2000 G 2200 G 2500 G 2900 G 3600

G / shaded: not for gas-service selection under the original guidance. R: this reference entry depends on connection-specific validation; it is not evidence of a F-Line fitting pressure test. Blank = no value supplied.

Reference basis: ASTM A269; S = 20,000 psi (137.8 MPa), —20 to 100°F (approximately —28 to 37°C). Apply the relevant temperature factor from page 6 and all limitations on page 3. The complete assembly may have

a lower rating. Gas restrictions remain applicable after temperature derating.
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Metric pressure table

Tube wall thickness in mm across columns « working pressure in bar

3 670

6 310 420 540 710

8 310 390 520

10 240 300 400 510 580

12 200 250 330 410 470

14 160 G 200 270 340 380 430

15 150 G 190 G 250 310 360 400

16 170 G 230 290 330 370 400 R

18 150 G 200 260 290 320 370

20 140 G 180 G 230 260 290 330 380

22 140 G 160 G 200 G 230 260 300 340

25 180 G 200G 230 260 290 320

28 180 G 200 G 230 260 280 330

30 170G 180 G 210G 240 260 310

32 160 G 170 G 200G 220G 240 290 330

38 140 G 160 G 190 G 200 G 240 270 310
50 150 G 180 G 210G 240 G 270

G / shaded: not for gas-service selection under the original guidance. R: this reference entry depends on connection-specific validation; it is not evidence of a F-Line fitting pressure test. Blank = no value supplied.

Reference basis: EN ISO 1127 D4/T4 (3—12 mm), D4/T3 (14-50 mm); stress 137.8 MPa and tensile strength 516.4 MPa. See page 3 for the original additional safety-factor note. Apply page 6 temperature factors and
the complete assembly’s limits.
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Temperature derating factors

Original reference factors retained « confirm material and service limits

Material 1000°F
=537°C
Aluminium 1.00 0.40 — — —
Copper 0.80 0.50 — — —
Carbon steel [1] 0.95 0.87 [1] — — —
304/ 304L [2] 1.00 0.93 0.82 0.76 0.69
316/ 316L [2] 1.00 0.96 0.85 0.79 0.76
317 /317L [2] 1.00 0.96 0.85 0.79 0.76
Alloy 400 0.87 0.79 0.79 0.76 t —
Alloy 20 [3] 1.00 0.96 0.85 0.79 —
Alloy C-276 [3] 1.00 0.96 0.85 0.79 0.35 1
Alloy 600 [3] 1.00 0.96 0.85 0.79 0.35
Titanium 0.86 0.61 0.45 — —
SAF 2507 0.90 0.82 0.80 — —
Alloy 825 1.00 0.90 0.84 0.81 —
Alloy 625 0.93 0.85 0.79 0.75 0.73

Use: multiply the applicable ambient reference pressure by the material factor for the stated temperature. Blank/— entries have no factor supplied.
Factors for other alloys are retained for reference and do not imply stock availability or suitability of stainless steel pressure tables for those alloys.

[1] The carbon-steel factor 0.87 is based on 375°F (190°C) maximum, despite its position in the 400°F column.
[2] Dual-certified grades must meet the chemistry and mechanical-property requirements of both grades.
[3] Original note: based on the lower stainless steel derating factor in accordance with ASME B31.3.

1 Confirmation required: Alloy 400 at 800°F and Alloy C-276 at 1000°F have differing factors in the supplied technical documents. The
existing Fluidline values are preserved above; obtain confirmed values before using these two entries. They are not used for 316/316L
selection.

Worked example ° type 316 stainless steel

For 1/2 in. OD x 0.035 in. wall at 1000°F (approximately 537°C):

2,600 psig x 0.76 = 1,976 psig.

This is the reference tube calculation only. That size is marked G on page 4, so it remains excluded from the gas-service
selection guidance. Confirm fitting, seal and full-system temperature limits separately.
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